Strategy For Predicting Wastewater Characteristics
When Table 4.1 Is Not Used

| Determine the Primary Function of the Facility
and Classify Accordingly
e.g., single family home, restaurant, etc.

R

Identify Wastewater Characterization
Data Needed,
e.g., Q, BOD, SS, etc.

'

Determine Physical Characteristics of the Facility
Wastewater generating fixtures and appliances
Parameter design units, e.g., # of bedrooms, seating spaces
Occupancy or operation pattemns, e.g., seasonal home, hours of operation

'

Obtain Characterization Data from Literature
Table 4.1 of the regulations
Reference data
Other sources

'

Gather Existing Measured Characterization Data |
Applicable to the Facility
Water meter records
Holding tank pumpage records

; :

Evaluate Available Data

Select data judged most accurate
Determine if needed data has been obtained

; . ;

| Calculate Waste Load Characteristics Condu_ct Charaf:terlzatlon
Field Studies at

e.qg., 45 gpcd X 2 cap/bedroom X -

v = 1603 Pyt Guestoe

Apply an Overall Factor of Safety as Required
by the Intended Application of the Data.
(0.40 for households, 1.0 for restaurants)

Estimate Wastewater Characteristics
and Design Flows

Source: Design Manual - Onsite Wastewater Treatment
and Disposal Systems. USEPA Publication
# EPA 625/1-80-012, October, 1980.




	Page 1

